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MAXIGEAR 85W140 FS (GL4) 

DESCRIPTION: 

A multifunctional UTTO-type lubricating oil especially developed for axles on earth-moving machinery and heavy off-road 

equipment fitted with oil-immersed brakes. 

PROPERTIES & ADVANTAGES: 

 Reduces chatter from oil-immersed brakes whilst offering excellent control of the friction coefficient. 

 Provides excellent braking capability and protection for the gears 

 Excellent anti-wear capability, maintaining the lubricating film under heavy-load conditions. 

 High level of protection against rust and build-up of deposits on gear trains and disc brakes. 

 High thermal and chemical stability. 

 Good fluidity at low temperatures. 

APPLICATIONS: 

 Combinations of transmission or axles on heavy service machinery with oil-immersed brakes for off-road use. 

 Rear transmissions with oil-immersed brakes, side-gears, wheel-sided reducers, differentials. 

SPECIFICATIONS / QUALITY LEVEL: 

API GL-4 ZF TE-ML 05F, 06K, 21F 

MS 1317 MAT 3510 

TECHNICAL DATA: 

PHYSICOCHEMICAL CHARACTERISTICS STANDARD VALUE 

SAE grade  SAE J300 85W140 

Density at 15 ºC (kg/l), Typical ASTM D-1298 0.90 

Kinematic viscosity at 100 ºC (cSt) ASTM D-445 24 - 28 

Dynamic viscosity at -12 ºC (cP) ASTM D-2983 < 150000 

Viscosity Index ASTM D-2270 > 125 

Pour point (ºC) ASTM D-97 < - 20 

Flash point (ºC) ASTM D-92 > 220 

Brake chatter test (BRAKE CHATTER TRACTOR) MF-383 Passes 

4-Ball Wear Test (40 kg / 1200 rpm, 75 ºC / 1 h), Scar Diameter (mm) ASTM D-2266 < 0.40 

Corrosion test on steel  ASTM D-665A Passes 

PACKAGING: 

20L jerrycan and 1000L IBC container. 
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