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OLICUT 532 – SERIES 

ECO-FRIENDLY 

DESCRIPTION: 

A range of highly refined, pure cut, chlorine-free oils.  

PROPERTIES: 

 Minimal formation of smoke and mist. 
 Highly resistant to oxidation and corrosion. 
 Neither stains nor darkens parts. 
 Perfect finishes. 
 Boosts operational performance. 
 Long-lasting incorporated additives, excellent thermo-chemical stability. 

USES: 

 Recommended for highly difficult operations.  
 Suitable for all types of ferrous alloys, carbon steel, stainless steel, grey cast iron. 
 The product´s low viscosity ensures high cutting speeds, increasing machining productivity.     
 Drilling, sawing and low difficulty turning. 
 External threading in tubing.  
 Not recommended for operations involving copper or aluminium alloys. 

TECHNICAL DATA: 

 

 

 

 

 

 

PACKAGING FORMAT: 

200-litre drums and 1,000-litre containers 
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PHYSICAL-CHEMICAL CHARACTERISTICS STANDARD VALUE VALUE VALUE 

OLICUT PRODUCT ----- 532 533 534 

DENSITY AT 15 ºC ASTM D-1298 0.865 0.870 0.880 

COLOUR, Max. ASTM D-1500 2,0 2,0 2,0 

VISCOSITY, cSt at 40 ºC ASTM D-445 13 – 17 18 – 23 28 - 35 

FLASHPOINT, ºC Min. ASTM D-92 170 190 210 

COPPER CORROSION (3 hours / 100 ºC) Max ASTM D-130 4c 4c 4c 

STEEL CORROSION CETA 20516 Complies
  

Complies
  

Complies
  

OXIDATION RESISTANCE CETA 20529 Complies Complies Complies 

EP 4-BALL TEST     

WELDING LOAD (27 ºC, 1700 rpm), kg/cm2. ASTM D-2783 800 800 800 

mailto:comercial@olipes.com
mailto:comercial@olipes.com
mailto:clientes@olipes.com
mailto:clientes@olipes.com
mailto:export@olipes.com
mailto:exportation@olipes.com

